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CERTIFICATION 

Food Makers Bakery Equipment certifies that this machine was thoroughly tested and inspected and found 
to meet its design specifications when it was shipped from the factory. 

WARRANTY 

All FMBE products are warranted against defects in materials and workmanship. This warranty applies for 
one year warranty for defective parts replacement only. 

FMBE will repair or replace parts which prove to be defective during the warranty period. This warranty 
does not include service or replacement parts necessitated by or in any way, directly or indirectly resulting 
from alteration, misuse, abuse, tampering, improper repairs, including but not limited to: 

1. Use with defective or inadequate electrical circuits. 

2. Loose or blown fuses or tripped circuit breakers. 

3. Use with voltage and current other than that stated on motor nameplate. 

4. Failure to follow instruction outlines in this manual. 

5. Failure to comply with local electrical or building codes. 

6. Use of products that must be heated in order to liquefy which may cause such product to 
solidify in the pump and lines. 

7. Belts or chains which become bent or damaged due to abuse 

8. Pump diaphragms which become damaged due to running unit with no product 

9. FMBE will cover regular ground shipping costs for replacement or repair of parts covered by 
warranty. Expedited shipping costs will be the responsibility of the customer.   

Such repair, replacement, or adjustment is not covered by this warranty and charges shall be made for 
the part(s) and for the service labor required. 

The provisions herein contained express the sole and entire liability of the Food Makers Bakery Equipment, 
Inc. and provide the exclusive remedy against the company with respect to each of its products. FMBE 
neither assumes, nor authorizes any other person to assume for it, any obligation or liability in connection 
with their products. 
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Unpacking and inspection: 

Inspect the machine for damage (scratches, dents, broken controls, etc.). If the machine is damaged, 
notify the freight carrier immediately.  Retain the shipping carton and the packing material for the carrier’s 
inspection. 

Installation: 

The FMBE SPG-FA Series Automatic Pan Greasing Machines require no  assembly.  However, it is necessary 
that you check the voltage and current rating before placing the machine into operation. 

Voltage and Current Rating: 

Unit is 120 VAC electric requirements.  Before connecting your machine to the power source, check that 
the voltage and current rating of the power source matches the voltage and current rating of the electric 
motor on your machine.  

BALDOR VARIABLE SPEED CONTROLLERS

PLEASE SEE MANUFACTURERS MANUAL (ATTACHED BELOW) FOR OPERATION & MAINTENANCE. 

HYDRACELL SPRAY PUMP 

PLEASE SEE MANUFACTURERS MANUAL (ATTACHED BELOW) FOR OPERATION & MAINTENANCE. 

This pump is rated at 100 PSI @ 1750 RPM and 3 gallons per minute flow.  

1. Do not block discharge from the pump. 
Do not completely close pressure control valve as this can block discharge from the pump  

2. Do not starve intake to the pump. 
Pump must have some type of lubricant running through it at all times when in operation. 

3. Blocking discharge and/or starving intake can damage the diaphragm inside the pump and result in 
no pressure being produced. 

Damaged diaphragms are not warranted, be sure unit is not operated without oil or other 
product.

4. Periodically check if there is sufficient lubricant oil in the pump.  The oil is food grade oil. In the 
event there is a leak in the diaphragm, there will be no contamination. 

PLEASE SEE MANUFACTURERS MANUAL (ATTACHED BELOW) FOR OPERATION & MAINTENANCE. 

5. It is highly recommended that the oil in the pump be replaced after every 1000 hours, using 
Hydra-Cell food grade oil #AO1-114-3410  

More oil information at www.hydra-cell.com
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OPERATING INSTRUCTIONS 

1. Fill the tank with pan grease to minimum 1/3 full 

2. Turn the sprayer pump on at control box located at the front of machine. (pictorial 
item #1) 

3. Be sure grease is being pulled into the pump, if not, shut off immediately. 

4. Set the control valve, at the top of the hood to the desired spray pattern. 

5. NOTE: The grease application is also controlled by the speed at which pans are 
passed through the machine and the size of the nozzles.  The machines are equipped 
with Part #3P1471 nozzle tips at the factory.   

Nozzle Tips with a lighter or heavier spray are available upon request.   

6. Adjust the pressure valve (pictorial item #29) and pump speed controller (pictorial 
item #1) until the spray pattern extends the full width of side wall at conveyor 
height.  

For less pressure, turn pressure control (pictorial item #29) counter-clockwise  

For more pressure, turn pressure control (pictorial item #29) clockwise 

7. IMPORTANT!  Do not turn PRESSURE VALVE completely off (pictorial item #29) as 
this will damage the pump diaphragm. 

8. Turn the CONVEYOR switch on (pictorial item#2), and adjust the speed control 
knob (pictorial item#2) to the desired speed. Only adjust the speed while the 
conveyor is in operation.  

PLEASE SEE ENCLOSED MANUFACTURERS MANUAL FOR FURTHER OPERATION 
INSTRUCTIONS AND MAINTENANCE. 



Page 4 

                  NOZZLE TIP OPTIONS

Other applications: 

The FMBE SPG - FA Series Spray Machine may be also used to: 

Glaze sweet goods. 

Apply egg wash to rolls. 

Spray special cake icing. 

Spray any liquid to semi-solid product. 

These functions are performed in the same manner as pan greasing (see Operation) except that the 
appropriate fill is substituted for the pan grease.  

There are many products in the marketplace compatible for use with automatic spray machines that do 
not require heating or melting. Be sure to never use product which requires heating or melting, as this 
will damage the pump and plug the spray lines. 

Grease 

The FMBE SPG - FA Series Sprayer will accommodate different grease formulas,
but these must be flowable.

SPRAY
PATTERN

NOZZLE BAKING PAN TYPE

LIGHT

MEDIUM

HEAVY

Sheet Pans
Bun Pans

Strapped Pans 
Cake Pans  
Straight Wall Pans 

Muffin Pans 
Multiple Cavity Pans 
Strapped Pans 

PART NUMBER: 3P1470
STAMP ON TIP: 8001
GALLONS PER MINUTE:
0.094 - 0.12 GPM

* GPM (Gallons Per Minute) - Capacity Per Nozzle

PART NUMBER: 3P1471
STAMP ON TIP: 8002
GALLONS PER MINUTE:
0.19 - 0.24 GPM

PART NUMBER: 3P1472
STAMP ON TIP: 8003
GALLONS PER MINUTE:
0.28 - 0.37 GPM
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Cleaning:  

1. Sprayer is completely washdown construction and can be hosed down with low pressure 
hose. 

NOTE: Do not use high pressure wash as this may cause damage. 

2. Remove the tank and thoroughly empty 

3. Fill the tank with clean, hot water 

4. Remove the spray nozzle tips 

5. Turn sprayer on and run water through spray lines 

6. Wash the tank, conveyor belt and frame with soap and warm water 

7. Inspect spray nozzles and confirm these are clean and not blocked 

Remove and wash line strainer (pictorial item #21) Unscrew bottom of filter and wash 
screen, hand tighten, use no tools 

8. Re-install nozzles and filters and tighten them by hand 

NOTE: While tightening the nozzles, check that the slots in the nozzles are parallel 
with the front and back of the machine. 

9. The machine is now ready for re-use. 
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Cord connector 1/2”6P16683.

Baldor washdown inverter4P20122.

Baldor washdown inverter4P20121.

8

1
1

QTY.DESCRIPTIONFMBE #NO.

3

21
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Stainless steel drive shaft1P19518.

Chain #404P18367.

2Sprocket chain #40x15 teeth4P22946.

Nord motor / Gearbox Combo w/NDS+5P15744-5. 1

1

QTY.DESCRIPTIONFMBE #NO.

45

6

7

6

8



���������	�

4Pillow Block Thermoplastic 1" Bearing Unit4P239812.

Wire Belting 9' x 24"W 302 SS7P147411.

10Delrin Sprocket, 14-Tooth1P197410.
5Conveyor guide rail - 1P19739.

QTY.DESCRIPTIONFMBE #NO.

12

11

10

9
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T-strainer W/drain Plug, 50 Mesh, 3/4 Npt Female3P144623.

Hose Teflon PTFE w/ SS Braid - 1/2", 36" length1P195322.
3Flat Spray Nozzle Tip - Light 3P147021.
2Thrd pipe Fitting 1/4" pipe sz  90 deg.2P249120.
2Thrd Pipe Nipple 1/4" Pipe X 4" Length2P267819.

SS 1/4" pipe union, 1000PSI2P296218.

Thrd pipe Fitting 1/4" pipe sz Tee2P248917.
2SS Thrd Pipe Nipple 1/4" Pipe 2P296316.
21/4" Pipe, 90 Degree Elbow2P267615.
13 Port Brass Ball Valve3P138414.

1

1

1
1

QTY.DESCRIPTIONFMBE #NO.

3P1470 - Light*21 - Nozzle Tip Options:

3P1472 - Heavy
3P1471 - Medium

20 
20 

17

18

16

23 22

22

19
19

*21
*21

*21

15

14
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1Cord connector 90 deg.6P412040.
1Hydraulic Gear Pump4P205039.

1Motor Adapter for Pump4P205138.

1S.S.  motor 1HP, 1800 rpm, 56c5P148636.

190 deg fitting 1/2 x 7/82P357635.

1Hose teflon PTFE with stainles - 1/2" , 24" length1P193034.
1Hose teflon PTFE with stainles - 1/2" , 20" length1P193130.

1Valve, pressure relief, max. F3P140829.

1MB -FPS90D 1/2m x 1/2F swvi2P404627.

1SS 3/4" Pipe tee thrd pipe fit2P249226.

2Hex reducer bushing 3/4m x 1/2f2P439225.
1Hose teflon PTFE with stainless - 1/2",  55" length1P202324.

QTY.DESCRIPTIONFMBE #NO.

30

34

29

35 27

26

25

2436

40
38

39
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1Hose teflon PTFE with stainles - 1/2" , 24" length1P193034.

2S.S. Iso-b hose coupling, 303 SS, sleve-lock Sckt, 1/22P404533.

2S.S. Iso-b hose coupling, 303 SS, plug, 1/22P404432.

6MB-FPS 90D 1/2m x 1/2f swvl2P404631.
1Hose teflon PTFE with stainles - 1/2" , 20" length1P193130.

1Hose teflon PTFE with stainless - 1/2",  55" length1P202324.

13 Port Brass Ball Valve3P138414.

5Stainless steel four-arm knob1P195513.

QTY.DESCRIPTIONFMBE #NO.

Turn Valve Clockwise 
To Increase Pressure

34

32

33

30

31

24

14

13

29
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Parker Hannifin Corporation
Hydraulic Pump/Motor Division
Greeneville, TennesseeHydraulics

Trouble Shooting Guide
Before the pump is removed or disassembled, check the following list of common troubles and remedies. It could save time effort, and money.

Trouble Probable Cause Remedy

1. Noisy Pump a. Low oil supply a. Fill reservoir
b. Oil too heavy (i.e. viscous) b. Change to proper viscosity
c. Air leak in inlet line c. Check plumbing
d. Partly blocked inlet line d. Check for foreign object and/or clean

2. Foaming Oil a. Pump cavitating a. See 1a, 1b, 1c, 1d
b. Water in the oil b. Check reservoir and/or heat exchange

3. Pump or oil overheating a. Oil supply too thin a. Drain and fill with proper viscosity oil
b. Oil supply contaminated b. Drain, clean filter, & fill with clean oil
c. Pump cavitating c. See 1a, 1b, 1c, 1d
d. Pump drive shaft excessively misaligned d. Check alignment

with pump driven shaft e. Check for clearance at ends of shafts, for
e. Pump drive shaft axially loaded by shaft misalignment or worn driving keys,

driving shaft (Prime Mover) keyways or splines. If pulley drive check for
f. System relief valve bypassing belt alignment.

f. Check relief valve setting (see 4c)

4. Low Flow a. Pump cavitating a. See 1a, 1b, 1c, 1d
b. Foaming oil b. See 2a, 2b
c. Relief valve leaks or set too low c. Check relief valve for foreign particles
d. Speed too low d. Check prime mover speed
e. Oil too hot e. Check temperature (see 3a, 3b, 3c, 3d, & 3e)

5. Failure to build pressure a. Defective relief valve a. Check and reset or replace
b. Low oil supply b. Fill reservoir

1

2
5

6
7

8
9

10

11

12

13

14
15

3
4

5

16
17

18

21

19

20 - or -

Repair Kits
Series Part Number Consisting of Items

“D” 686632K 3, 6, 7, 8, 9, 10, 17
745083K (Viton Seals)

“H” 706024K 3, 6, 7, 8, 9, 10, 16, 17
745100K (Viton Seals)

“H” 696173K 3, 6, 7, 8, 9, 10, 16, 17
Flow Divider Seals only. For 19 & 20

“H” 805333K 3, 6, 7, 8, 9, 10, 16, 17
Power Steering Seals only. For 19 & 20

“M” 715567K 3, 6, 7, 8, 9, 10, 16, 17
745088K (Viton Seals)

 Item Description
1. Hex Screws
2. Washers
3. Shaft Seal
4. Front Cover
5. Dowel Pin
6. V-Seal
7. Gasket
8. Heat Shield
9. Wear Plate

10. O-Ring
11. Center Section
12. Driven Gear Assembly
13. Drive Gear Assembly (Splined)
14. Key
15. Drive Gear Assembly (Keyed)
16. Thrust Plate (“H” & “M” Only)
17. Molded O-Ring
18. Back Cover (“H” Flow Divider Pump Only)
19. Relief Valve (“H” Flow Divider Pump Only)
20. Flow Control (“H” Flow Divider Pump Only)
21. Back Cover

Series D/H/M Fixed Displacement Gear Pumps Bulletin 2630-C1

(Typical Assembly Shown)



Parker Hannifin Corporation
Hydraulic Pump/Motor Division
Greeneville, TennesseeHydraulics

Disassembly Instructions
1. Clean unit thoroughly with solvent, kerosene, or other non-corrosive

cleaning fluid, which will not affect rubber components.
2. Scribe a line across the three sections of the pump to act as a guide

in reassembly.
3. Remove the six screws (1). Remove the key (14) from the drive shaft.

(Four screws in “D” series.)
4. Remove the front cover (4) by lightly tapping the flange with a soft

metal hammer.
5. The center section (11) will remain attached to either the front cover

(4) or back cover (21). Place the drive gear (13 or 15) into the
unseparated sections, and while holding the center section (11), tap
lightly to separate. Be careful to avoid cocking on the dowel pins (5).

6. Remove wear plate (9) and thrust plate (16).
7. Mark the front cover island next to the pressure vent hole in the heat

shield (8), gasket (7), and V-seal (6) to act as a guide in reassembly.
The location of this vent hole determines pump rotation.

8. Use a small diameter wire (a paper clip will do) to remove the phenolic
heat shield (8), the paper compound gasket (7) and the rubber
V-seal (6). Discard these parts and replace when pump is reassembled.

9. Remove both o-rings (10 and 17) and discard. They also should
be replaced.

10. Do not remove shaft seal (3) in the front cover (4) unless it is damaged
or leaking. If seal is to be replaced, use great care not to damage the
seal recess or bearing. Heating the cover in an oven to 250°F will
reduce the press fit.

11. If flow control is defective replace as a cartridge.
12. If relief valve is defective replace as complete relief valve unit.

Inspection
Drive (13 or 15) and Driven (12) Gear Assemblies
Inspect shafts for roughness in the bearing and sealing areas. Measure for
wear. Minimum acceptable .4998" in “D”; .7492" in “H”; and .9365" in “M”.
5J surface finish maximum.
Inspect keyway, keys or splines for damage or excessive wear.
Inspect the gear end faces, outside diameter and teeth for roughness and
score marks. The O.D. of the “D” gears must be 1.2395" minimum. “H”
gears must be 1.7140" minimum and the “M” gears 2.1047" minimum. For
minimum gear widths see Table (A).
Be sure snap rings are secure; break any sharp edges on the sides of
the gears.
Gears and shafts are available only as assemblies. One gear assembly
may be replaced separately if the other is in good condition.

Table A:
“D”  SERIES “H” SERIES “M” SERIES

Minimum Minimum Minimum
Size Gear Width Size Gear Width Size Gear Width
D05 .1875"
D07 .2770" H25 .4531"
D09 .3463" H31 .5663" M09 1.0756"
D11 .4309" H39 .7079" M11 1.3446"
D14 .5412" H49 .8849" M14 1.6807"
D17 .6655" H62 1.1072"
D22 .8597" H77 1.3840"
D27 1.0562" H90 1.6740"

Front Cover (4) and Back Cover (21) Assemblies
If any bearing bore diameter exceeds .5015" in the “D” Series; .7518" in
the “H” Series; or .9394" in the “M” Series, the cover should be discarded.
Bearings are not supplied separately.
Replace the shaft seal (3) only if it shows excessive wear or cracking.
Check all internal threads for damage.
Bearings must be below the cover faces and show no signs of contact with
snap rings on gear shafts.
If bearings are scored, rough, or show signs of heat discoloration, the
cover assemblies should be replaced.

Center Section (11)
Inspect the wall of gear bore diameters for excessive wear of score marks.
The center section gear bores will show signs of wear on the
inlet side of the pump. A wear ridge will develop at the end of the gear
bore where the thrust plate is located. This wear ridge should not
exceed 1/32".
Lightly tap the faces to remove any nicks or burrs. Do not break inside
edges.

Wear Plate (9) and Thrust Plate (16)
Inspect bronze wear surfaces for excessive roughness or heat discoloration.
If wear ridges exceed .0005", discard and replace.

General
The following parts should be replaced at every major overhaul; Wear
Plate (9), Thrust Plate (16), Fiber Heat Shield (8). Paper Gasket (7),
V-Seal (6), and O-rings (10 and 17). The shaft seal (3) should be replaced
only when necessary.

Reassembly Procedure
1. All parts must be thoroughly cleaned prior to reassembly by dipping in

solvent and brushing to remove all traces of contamination. Pump
should be assembled in a dirt free area.

2. Install shaft seal (3), if it was removed, in front cover with the spring
loaded lip facing inward. Force seal into place, using a flat steel rod
slightly smaller in diameter than the O.D. of the seal. This will permit
the tool to enter the seal recess and bottom the rotary seal on the
stop. (The front cover (4) must be backed up on a smooth, clean
surface to prevent damaging its face.)
The load to force seal into place should be applied exactly in line with
the housing seal bore to prevent bending the seal steel retainer, and/
or scoring the seal housing bore.

3. Install the V-seal (6), the gasket (7), and heat shield (8) into the front
cover cavity as follows:
– The small vent hole through all of these parts shall be in line and

positioned next to the scribe mark on the island previously made
during disassembly. This position locates the vent holes on the outlet
side of the pump.

– The lips on the V-seal shall face toward the cavity and be tucked into
the groove with the aid of a dull tool to prevent damage to the rubber
surface. A small screw driver can be used.

– The gasket shall be pressed firmly toward the bottom of the cavity
with the thumbs so as to insure all of its perimeters are completely
within the groove to avoid interference with subsequent assembly.
The heat shield shall be firmly pressed toward the bottom of
the cavity with the thumbs to provide sufficient space for the
wear plate.

4. Install o-ring (10) into the groove provided in front cover face. Oil the
o-ring and stretch it slightly, if necessary, so that it will remain in its
groove.

5. Install the wear plate (9) with the bronze surface against the gears
and the small vent hole in line with the hole in the heat shield. Press
the wear plate. The wear plate shall be sufficiently within the oval
cavity so that it is axially retained.

6. Install drive gear (13 or 15) and driven gear (12) assemblies into the
front cover. Apply oil to the shaft at the drive end to prevent damage to
the shaft seal caused by sharp edges on the drive shaft passing
through the shaft seal. An oil coated shaft, rotated slowly, will usually
cause no damage to the seal. Check to see that the shaft seal lip and
spring is not pushed out by the shaft.

7. Check wear plate to insure it is still seated into its oval cavity and
install the center section (11) over the gears until it engages the wear
plate. Center section must be positioned so that the previously scribed
lines on the housing exteriors are in line with those scribed on the
front cover. The small slot located midway between the bores should
align with the small vent hole in wear plate. The face containing the
slot shall be in contact with the wear plate.
Then, install dowel pins (5) and add a generous amount of clean oil
into the gear cavities. Rotate gears to distribute the oil.

8. Position the thrust plate (16) on top of the gears in the center section,
with the bronze face toward the gears. The open side should be
toward the inlet.

9. Install o-ring (17) into its back cover face groove. Oil the o-ring,
the cover face, and the bearings. Install the back cover so that the
scribe marks are in line with the marks on the center section and front
cover.

10. The housing retaining screws shall be alternately tightened to 190-
210 in. lbs. on the “D” Series; 190-210 in. lbs. on the “H” Series; and
355-375 in. lbs. on the “M” Series.
Add a generous amount of clean oil into both ports to insure the pump
is adequately lubricated. Rotate the drive shaft to distribute the oil and
check for freedom of shaft rotation. Shaft shall be free to rotate with
the help of a short wrench. (100 in. lbs. maximum)

Testing Procedure
After pump has been re-installed run for 2-3 minutes before pressurizing.
Try to apply pressure gradually for an additional five minutes, but do not
pressurize for longer than 5 seconds at a time.

Series D/H/M Fixed Displacement Gear Pumps Bulletin 2630-C1
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!  WARNING

FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS AND/OR SYSTEMS DESCRIBED HEREIN OR RELATED
ITEMS CAN CAUSE DEATH, PERSONAL INJURY AND PROPERTY DAMAGE.

This document and other information from Parker Hannifin Corporation, its subsidiaries and authorized distributors provide product and/or
system options for further investigation by users having technical expertise. It is important that you analyze all aspects of your application
including consequences of any failure, and review the information concerning the product or system in the current product catalog. Due to the
variety of operating conditions and applications for these products or systems, the user, through its own analysis and testing, is solely responsible
for making the final selection of the products and systems and assuring that all performance, safety and warning requirements of the application
are met.

The products described herein, including without limitation, product features, specifications, designs, availability and pricing, are subject to
change by Parker Hannifin Corporation and its subsidiaries at any time without notice.

Offer of Sale
The items described in this document are hereby offered for sale by Parker Hannifin Corporation, its subsidiaries or its authorized distributors.
This offer and its acceptance are governed by the provisions stated in Catalog 1550/USA on the page entitled “Offer of Sale”.
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Chapter 1
Introduction  

1.1 INTRODUCTION

  This product complies with all CE directives pertinent at the time of manufacture. 
  Contact your local Baldor District Office for Declaration of Conformity. Installation
  of a CE approved RFI filter is required. Additional shielded motor cable and/or AC    
  line cables may be required along with a signal isolator.

This instruction manual, MN781BW, covers installation and operating instructions for the following 
NEMA 4X/IP65 control models:

Catalog No.

Black White*

ID5601-BO ID5601-WO

ID5602-BO ID5602-WO

ID5203-BO ID5203-WO

ID5403-BO ID5403-WO

ID5405-BO ID5405-WO

                  *White FDA approved finish.

The Baldor Series 5 Micro-Inverters are adjustable speed controls housed in a rugged NEMA 4X/IP65 
washdown and watertight die-cast aluminum enclosure. Designed to operate at 3 phase 208 – 230 
and 400/460VAC 50 & 60Hz to control AC induction motors from subfractional thru 5HP. The Pulse 
Width Modulated (PWM) output operates at a carrier frequency of 16kHz for high motor efficiency and 
low noise. Adjustable Linear Acceleration and Deceleration are provided, making the drive suitable for 
softstart applications.
For most applications no adjustments are necessary.

1.1.1 Standard Features
Industrial Duty Die-Cast Aluminum Case with Hinged Cover – Available in black finish or FDA 
approved white finish.
Simple to Operate – Does not require programming. Uses trimpots and jumpers, which are factory 
set for most applications.
Motor HP Selection Jumper – Allows the drive to be used on a wide range of motors without 
recalibration.
Diagnostic LEDs – Power on (POWER) and drive status (STATUS).
Run/Fault Relay Output Contacts – Can be used to turn on or off equipment or to signal a warning if 
the drive is put into the Stop Mode or a fault has occurred.
On/Off AC Line Switch – Disconnects the AC line.
Start/Stop Switch – Provides electronic start and stop functions.
Barrier Terminal Block – Facilitates wiring of motor, AC line, and Run/Fault Relay Output Contacts.
Jumper Selection of Drive Output Frequency – Increases the motor speed up to two times the rated 
RPM.
Ride-Through – Provides smooth recovery to the previous set speed during a momentary power 
loss (of less than 2 seconds).
Holding Torque at Zero Speed – Resists motor shaft rotation when the drive is in Stop Mode.
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1.1.2 Performance Features
Power Start™ – More than 200% starting torque which ensures startup of high frictional loads.
Slip Compensation with Static Auto-Tune and Boost – Excellent load regulation over a wide speed 
range.
Speed Range – 60:1

1.1.3 Protection Features
Motor Overload (I2t) with RMS Current Limit* – Motor overload protection to prevent motor burnout 
and nuisance trips.*
Electronic Inrush Current Limit (EICL™) – Eliminates harmful inrush current during startup.
Short Circuit – Shuts down the drive if a short circuit occurs at the motor (phase-to-phase).
Regeneration – Eliminates tripping due to high bus voltage caused by rapid deceleration of high 
inertial loads.
Undervoltage and Overvoltage – Shuts down the drive if the AC line input voltage goes above or 
below the operating range.
MOV Input Transient Suppression.
Microcontroller Self Monitoring and Auto Reboot.

     *UL approved as an electronic overload protector for motors.

Table 1-1  OPTIONAL ACCESSORIES

Description
Catalog No. 

ID5601 ID5602 ID5203 ID5403 ID5405

Forward-Stop-Reverse Switch – Provides motor reversing and stop 
functions. Mounts on the enclosure cover and is supplied with a switch 
seal to maintain liquidtight integrity. 

ID5FRS-1 ID5FRS-1 ID5FRS-1 ID5FRS-1 ID5FRS-1

Signal Isolator – Provides isolation between a non-isolated signal 
voltage source and the drive. Mounts on the drive’s PC board with four 
snap-ins. 

ID5SI-2* ID5SI-2* ID5SI-2* ID5SI-2* ID5SI-2*

Auto/Manual Switch – When used with the Signal Isolator, it selects 
remote process signal or the Main Speed Potentiometer. Mounts on 
the enclosure cover and is supplied with a switch seal to maintain 
liquidtight integrity. 

ID5AMS-1 ID5AMS-1 ID5AMS-1 ID5AMS-1 ID5AMS-1

Notes:  Complies with CE Council Directive 39/336/EEC Industrial Standard.

 WARNING: It is highly recommended that the ID5S1-2 Signal Isolator be installed when using the  
                                   drive with external control signals.

1.2 SAFETY NOTICES

 WARNING: STATEMENT INDICATES A POTENTIALLY HAZARDOUS SITUATION WHICH, IF NOT AVOIDED,  
                                    COULD RESULT IN INJURY OR DEATH. 

  Caution! Statement indicates a potentially hazardous situation which, if not avoided, could result               
                                    in damage to property.   

   Note - Additional information that is not critical to the installation or operation.
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  WARNING: This product should be installed and serviced by a qualified technician, electrician, or                              
                                     electrical maintenance person familiar with its operation and the hazards involved.                         
                                     Proper installation, which includes wiring, fusing or other current protection, and  
                                     grounding can reduce the chance of electrical shocks, and/or fires, in this product or 
                                     products used with this product, such as electric motors, switches, coils, solenoids, and/
                                     or relays. Do not use this drive in an explosion-proof application. Eye protection must be 
                                     worn and insulated adjustment tools must be used when working with drive under 
                                     power. This product is constructed of materials (plastics, metals, carbon, silicon, etc.) 
                                     which may be a potential hazard. Proper shielding, grounding, and filtering of this 
                                     product can reduce the emission of radio frequency interference (RFI) which may 
                                     adversely affect sensitive electronic equipment. It is the responsibility of the equipment 
                                     manufacturer and individual installer to supply this Safety Warning to the ultimate end         
                                     user of this product. Be sure to follow all instructions carefully. Fire and/or electrocution  
                                     can result due to improper use of this product. (SW 1/2006)

 WARNING: This equipment may contain voltages as high as 1000 volts! Electrical shock can cause  
                                    serious or fatal injury. Only qualified personnel should attempt the start-up procedure or 
                                    troubleshoot this equipment.

 WARNING: Be sure the system is properly grounded before applying power. Do not apply AC power 
                                    before you ensure that all grounding instructions have been followed. Electrical shock 
                                    can cause serious or fatal injury.

 WARNING: Electrical shock can cause serious or fatal injury. Be sure that all power is disconnected 
                                   and there is no voltage present from this equipment or equipment to which it is or will be 
                                   connected. Only qualified personnel should attempt the installation and start-up  
                                   procedures.

 WARNING: Electrical shock can cause serious or fatal injury. Verify there is no voltage phase-to-
                                    phase or phase-to-neutral at the AC Line Conductors before touching the AC Input wires. 
                                    Do not touch live wires, all power must be disconnected before proceeding.

 WARNING: Electrical shock can cause serious or fatal injury. Verify there is no voltage phase-to-
                                    phase or phase-to-neutral at the motor leads before connecting motor to this control.  
                                    Motor may have high voltage present even when disconnected from this control.

 WARNING: Do not use motor overload relays with an automatic reset feature. These are dangerous 
                                   since the process may injure someone if a sudden or unexpected automatic restart 
                                   occurs. If manual reset relays are not available, disable the automatic restart feature 
                                   using external control wiring.

 WARNING: This unit has an automatic restart feature that will start the motor whenever input power 
                                    is applied and a RUN (FWD or REV) command is issued. If an automatic restart of the 
                                    motor could cause injury to personnel, the automatic restart feature must be disabled.

 WARNING: Using a jumper to eliminate the start/stop function will cause the motor to run at the Main 
                                    Speed Potentiometer setting when the AC line is applied. 

 WARNING: If possible, do not adjust trimpots with the main power applied. Electrical shock can 
                                    cause serious or fatal injury. If adjustments are made with the main power applied, an 
                                    insulated adjustment tool must be used to prevent shock hazard and safety glasses must 
                                    be worn.  

 Caution! Disconnect motor leads (U, V and W) from control before you perform a Dielectric 
                                   Withstand test on the motor. Failure to disconnect motor from the control will result 
                                   in extensive damage to the control. The control is tested at the factory for high voltage / 
                                   leakage resistance as part of Underwriters Laboratories requirements.

 Caution! Do not connect AC power to the Motor terminals U, V and W. Connecting AC power to these 
                                   terminals may damage the control.
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Chapter 2
Installation

These instructions are designed to help you get your new drive installed and operating quickly. 
Before you begin, be sure to read and follow all safety instructions listed in Chapter 1 of this manual.  
Be certain that all AC power is locked out and tagged out of service to avoid electrical shock 
hazard during installation. Do not proceed with this installation if you do not understand the safety 
instructions or if you have questions. Contact your local Baldor District Office for assistance.  

2.1 IMPORTANT APPLICATION INFORMATION

2.1.1 Motor With External Fan Cooling
Most totally enclosed fan-cooled (TEFC) and open ventilated 3-phase AC induction motors will 

       overheat if used beyond a limited speed range at full torque. Therefore, it is necessary to reduce 
       motor load as speed is decreased.

Note: Some fan-cooled motors can be used over a wider speed range. Consult the motor manufacturer for 
                 details.

 WARNING: Some motors have low speed characteristics which cause overheating and winding failure 
                                  under light load or no load conditions. If the motor is operated in this manner for an 
                                  extended period of time, it is recommended that the unloaded motor current be checked 
                                  from 2 - 15 Hz (60 - 45- RPM) to ensure motor current does not exceed the nameplate 
                                  rating. Do not use motor if the motor current exceeds the nameplate rating.

Caution! It is recommended that the drive be used with Inverter Duty or TENV motors.

Inverter duty and most totally enclosed non-ventilated (TENV) motors can provide full rated torque 
over an extended speed range without overheating. See Figure 2-1.

If external fan cooling is provided, open ventilated motors can also achieve an extended speed   
range at full rated torque. A box fan or blower with a minimum of 100 CFM per HP is    
recommended. Mount the fan or blower so the motor is surrounded by the airflow. See Figure 2-2.

Figure 2-1 Maximum Allowed Motor Torque vs. Speed
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Figure 2-2 Open Ventilated Motor With External Fan Cooling
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2.1.2 Electronic Motor Overload Protection
The drive contains Modified I2t Overload Protection.* Part of this function consists of a Current   
Limit (CL) circuit, which limits the drive current to a factory preset level of 160% of the rated   
drive current. The CL Trimpot is used to recalibrate the drive current from 60% thru 200%. The   
Power Start™ circuit provides an overshoot function that allows most motors to develop more   
than 200% of starting torque and breakdown torque. 

Standard I2t is undesirable because it causes nuisance tripping. It allows a very high motor   
current to develop and will turn the drive off after a short period of time. The RMS Current Limit   
Circuit avoids this nuisance tripping while providing maximum motor protection.

If the motor is overloaded to 120% of full load (75% of the CL setting), the I2t Timer starts. If   
the motor continues to be overloaded at the 120% level, the timer will shut down the drive after   
30 minutes. If the motor is overloaded to 160% of full load, the drive will trip in 6 seconds.

*UL approved as an overload protector for motors.

2.2 MOUNT THE DRIVE
It is recommended that the drive be mounted vertically on a flat surface with adequate ventilation. 
Leave enough room below the drive to allow for AC line, motor connections, and any other wiring that 
is required. Although the drive is designed for outdoor and wash down use, care should be taken to 
avoid extreme hazardous locations where physical damage can occur. When mounting the drive in 
an enclosure, the enclosure should be large enough to allow for proper heat dissipation so that the 
ambient temperature does not exceed 45°C (113°F) at full rating. 

The control should be installed in an area that is protected from direct sunlight, corrosives, harmful 
gases or liquids, dust, metallic particles, and vibration. Exposure to these can reduce the operating life 
and degrade performance of the control. 

Several other factors should be carefully evaluated when selecting a location for installation:
1. For effective cooling and maintenance, mount the drive vertically on a solid, flat, non-flammable, 

vertical surface. See Figures 2-1 for mounting dimensions.
2. Be sure to provide proper top, bottom and side clearance (2” minimum each side).
3. Securely fasten the control to the mounting surface at the mounting holes. 

Shock Mounting
If the control will be subjected to levels of shock greater than 1G or vibration greater than 0.5G at 
10 to 60Hz, the control should be shock mounted.

4. Operating Altitude 3300 feet (1000 meters) maximum. 
5. Operating Temperature range 32° to 104°F (0°C to 40°C) ambient. 
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Figure 2-3 Mounting Dimensions
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2.3 AC POWER CONNECTIONS
Input AC power connections must conform to NEC and local codes.  Input disconnect and protection 
devices should be installed as required by these codes. Baldor recommends not using “Grounded 
Leg Delta” transformer power leads that may create ground loops. Instead, we recommend using a 
four wire Wye. Baldor Controls are designed to be powered from standard three phase lines that are 
electrically symmetrical with respect to ground. System grounding is an important step in the overall 
installation to prevent problems.

Ungrounded Distribution System
With an ungrounded power distribution system it is possible to have a continuous current path to 
ground through the MOV devices. To avoid equipment damage, an isolation transformer with a WYE 
grounded secondary is recommended. This provides three phase AC power that is symmetrical with 
respect to ground.

Input Power Conditioning
Baldor controls are designed for direct connection to standard three phase lines that are electrically 
symmetrical with respect to ground. An AC line reactor or an isolation transformer may be required for 
some power conditions.

If the feeder or branch circuit that provides power to the control has permanently connected power 
factor correction capacitors, an input AC line reactor or an isolation transformer must be connected 
between the power factor correction capacitors and the control.
If the feeder or branch circuit that provides power to the control has power factor correction 
capacitors that are switched on line and off line, the capacitors must not be switched while the 
control is connected to the AC power line. If the capacitors are switched on line while the control 
is still connected to the AC power line, additional protection is required. TVSS (Transient Voltage 
Surge Suppressor) of the proper rating must be installed between the AC line reactor or an isolation 
transformer and the AC input to the control.

2.3.1 Power Disconnect 
A power disconnect should be installed between the input power service and the control for a   
fail safe method to disconnect power. The control will remain in a powered up condition until all   
input power is removed from the control and the internal bus voltage is depleted.
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2.3.2 Protective Devices
A fuse or circuit breaker should be installed in the AC line. Fuse each conductor that is not at   
ground potential. Refer to Table 2-1 for fuse ratings.

Table 2-1  Electrical Ratings

Black White1

AC Line Input
Fuse/
Brk

Amps

Drive Output
Motor Horsepower 

Selection 2

(Jumper J2)

Net Wt.

VAC 
(50/

60Hz)

Max
Amp

Nominal
VAC

Max
Amp/
Phase

Max.
HP(kW)

lb kg

ID5601-BO ID5601-WO
115 1 16 20 230

3.6 1 (0.75) 1 3/4 1/2 1/4 1/8 5.9 2.7208/
230 1 10 15 230

ID5602-BO ID5602-WO
115 1 22 25 230 5.5 1.5 (1.13) —

1.54 1 3/4 1/2 10.3 4.7208/
230 1 15 20 230 6.7 2 (1.5) 24

A B C D E

ID5203-BO ID5203-WO 208/
230

1 15 20 230 6.7 2 (1.5) —
25 1.5 1 3/4 10.3 4.7

3 10.8 15 230 9.0 3 (2.25) 35

ID5403-BO3 ID5403-WO3 400/
460 3 5.3 10 400/460 4.6 3 (2.25) 3 2 1.5 1 3/4 10.3 4.7

ID5405-BO3 ID5405-WO3 400/
460 3 9.6 10 400/460 8.3 5 (3.75) 5 3 2 1.5 1 10.3 4.7

Notes:
1. White FDA approved finish.  
2. Bold indicates factory setting. Jumper J2 on Catalog No. ID5601 is labeled “1”, “3/4”, “1/2”, “1/4”, “1/8” (factory 

set to the “1” position). Jumper J2 on Catalog No. ID5602 is labeled “2”, “1-1⁄2”, “1”, “3/4”, “1/2” (factory set to the 
“1-1⁄2” position). Jumper J2 on Catalog Nos. ID5203, ID5403, ID5405 is labeled “A”, “B”, “C”, “D”, “E” (factory set 
according to the table). 

3. ID5403, ID5405 are rated 0 – 400 Volts AC for 50 Hz motor operation and 0 – 460 Volts AC for 60 Hz motor 
operation. 

4. Catalog No. ID5602 is rated 11⁄2 HP maximum with 115 Volt AC line input and 2 HP maximum with 208/230 Volt AC 
line input. 

5. Catalog No. ID5203 is rated 2 HP maximum with single-phase AC line input and 3 HP maximum with 3-phase AC 
line input.
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Chapter 3
Wiring

3.1 WIRING

  WARNING! Read Safety Warnings before using the drive. Disconnect main power before making 
                                     connections to the drive. To avoid electric shock, be sure to properly ground the drive. It is 
                                     highly recommended that the ID5SI-1 Signal Isolator be installed when using signal 
                                     following.

Application Note - To avoid erratic operation, do not bundle the AC line and motor wires with each 
other or with control or signal wires. Also, do not bundle motor wires from multiple drives in the 
same conduit. Use shielded cables on all signal wiring over 12” (30 cm). The shield should be earth 
grounded on the drive side only. Wire the drive in accordance with the National Electrical Code 
requirements and other local codes that may apply.

Be sure to properly fuse each AC line conductor that is not at ground potential. Do not fuse neutral or 
grounded conductors. A separate AC line switch or contactor must be wired as a disconnect so that 
each ungrounded conductor is opened. For fuse or circuit breaker selection, see Table 2-1. 

To maintain the watertight integrity of the drive, be sure to use suitable watertight connectors and 
wiring which are appropriate for the application. Catalog No. ID5601 contains two mounting holes for 
standard 1/2” liquidtight fittings (not supplied) (one watertight plug is provided, if only one knockout 
is used). Catalog Nos. ID5602, ID5203, ID5403, ID5405 contain two mounting holes for standard 
1/2” liquidtight fittings (not supplied) and one mounting hole for standard 3/4” liquidtight fitting (not 
supplied) (two watertight plugs are provided, if only one knockout is used).

The drive is designed with a hinged case so that when the front cover is open all wiring stays intact. 
To open the cover, the four screws must be loosened so they are no longer engaged in the case 
bottom. After mounting and wiring, close the cover making sure that the wires do not get caught or 
crimped as the cover is closed. Tighten the four screws so that the gasket is slightly compressed. The 
recommended tightening torque is 12 in-lbs (14 kg-cm). See Figure 2-3 for the tightening sequence. 
Do not overtighten.

Table 3-1  Terminal Block Wiring Information

Terminal 
Block

Description Catalog No.

Maximum Wire 
Size (Cμ)

Recommended
Tightening Torque

AWG mm2 in-lbs kg-cm

TB1 AC Line Input and Motor Wiring
ID5601 12 3.3 7 8

ID5602, ID5203, ID5403, ID5405 12 3.3 12 14

TB2 Run/Fault Relay Output Contacts All 16 1.3 3.5 3



3-2 MN781BW

3.1.1 AC Line Power Connection
AC power and ground terminals are shown in Figure 3-2. Connect the incoming AC power as   
follows:
Note: Do not use a GFCI with this drive. If GFCI is required, contact your local Baldor District Office.

ID5601, ID5602 - 115/208/230VAC 1 Phase operation
Note: Catalog No. ID5602 is rated for 1-1/2 HP maximum with 115 Volt AC line input and 2 HP maximum with 

                 208/230 Volt AC line input.

Figure 3-1 Voltage Selection Jumpers

208/230 Volt AC Line Input 
(Factory Setting)

(J1 Installed on Terminal “230V”)
115 Volt AC Line Input

(J1 Installed on Terminal “115V”)

115V
J1

230V
J1

115V 230V

1. Connect input power wires to L1 and L2 (115/208/230VAC).
2. Set J1 to the correct position 115V or 230V for the line voltage.

ID5203  208/230 VAC 1 or 3 Phase operation 
Note: Catalog No. ID5203 is rated for 2 HP maximum 1 phase and 3 HP maximum with 3 phase line.

1. Single phase - connect input power wires to L1 and L2.
2. Three phase - connect input power wires to L1, L2 and L3. 

ID5403, ID5405  400/460 VAC 3 Phase operation
1. Connect input power wires to L1, L2 and L3. 

3.1.2 Ground Connection
Connect the ground wire (earth) to the Ground (Earth) screw, Figure 3-2.

Figure 3-2 AC Line Input, Motor, and Ground Connection

Ground (Earth)

(Terminals L1, L2, L3)
(Catalog Nos. ID5203, ID5403, ID5405)

50/60 Hz, AC Line Input 
208/230, 400/460 Volt 3-Phase,

(Terminals L1, L2)
(Catalog Nos. ID5601, ID5602, ID5203)

50/60 Hz, AC Line Input 
208/230 Volt, Single Phase,

3-Phase
AC Induction Motor

AC LINEMOTOR

Motor

TB1

L2L1V W L3U



3-3MN781BW

3.2 MOTOR CONNECTION  
1. Connect the motor wires to Terminal Block TB1 Terminals “U”, “V”, “W”.  See Figure 3-2.

Output reactors may be required for cable lengths over 100 ft. (30 m) (contact your local Baldor 
District Office.) 

2. Motor Frequency Selection – Jumper J5  is factory set for 60 Hz 3-phase motor operation. 
For 50 Hz motor operation, set Jumper J5 to the “50Hz” position. 

3. Rated Motor RPM Selection – Jumper J4  is factory set to “1X”. 

Table 3-2  Motor HP Selection Jumper J2

J2

Catalog No.
ID5601

Catalog No.
ID5602

1 2**

3/4 1-1/2 **

1/2 1

1/4 3/4

1/8 1/2

Catalog No.
ID5203*

Catalog No.
ID5403*

Catalog No.
ID5405*

3*** 3 5

2*** 2 3

1-1/2 1-1/2 2

1 1 1-1/2

3/4 3/4 1

A

B

C

D

E

3.3 CONTROL CONNECTIONS

  WARNING! Do not use START/STOP, or ENABLE functions as a safety disconnect. Only use an AC Line 
                                     disconnect for that purpose.

3.3.1 Remote Start/Stop Switch 
A factory installed prewired Start/Stop Switch is used to electronically “start” and “stop” the   
drive. This switch must be used to “start” the drive each time the AC line is applied to the drive or 
to “restart” the drive. 
To operate the drive from a remote Start/Stop Switch (type ON-OFF-ON, SPDT), remove the white, 
black, and red wires from Terminals “RUN”, “COM”, and “STOP”. The wires may be taped and   
left inside the drive. The switch assembly may be removed from the drive cover if a liquidtight 
seal is installed to cover the hole. After applying power to the drive, momentarily set the Start/  
Stop switch to the “START” position. 
For Start/Stop Switch with normally open stop contact, set Jumper J9 to the “NO” position   
(factory setting). 
For Start/Stop Switch with normally closed stop contact, set Jumper J9 to the “NC” position.

      See Figures 3-3 and 3-4.

 WARNING! Using a jumper to bypass the START/STOP function will allow the drive and motor to start 
                                    and run when AC supply power is applied, when power is restored after a momentary 
                                    power loss, or after a fault is reset. The user must ensure that automatic start up of the 
                                    drive equipment will not cause injury to operating personnel or damage to the driven 
                                    equipment. The user is responsible for providing suitable audible or visual alarms or 
                                    other devices to indicate that the drive may start at any moment. Failure to observe this 
                                    warning could result in severe bodily injury or loss of life.

Figure 3-3 Remote Start/Stop Switch Connection With Normally Open Stop Contact 
(J9 Installed in “NO” Position)

CO
MBlack

STOP ST
OPRed

START

RU
NWhite

NO

J9

NC

The factory setting is shown in bold.
*Jumper J2 on Catalog Nos. ID5203, ID5403, 

ID5405 is labeled “A”, “B”, “C”, “D”, “E”.
**Catalog No. ID5602 is rated 1-1⁄2 HP 

maximum with 115 Volt AC line input and 
2 HP maximum with 208/230 Volt AC line 
input. 

***Catalog No. ID5203 is rated 2 HP 
maximum with single-phase AC line input 
and 3 HP maximum with 3-phase AC line 
input.
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Figure 3-4 Remote Start/Stop Switch Connection With Normally Closed Stop Contact                       
(J9 INSTALLED IN “NC” POSITION) 

CO
M

(P ush to Stop)

Normally Closed
Momentary Contact

STOP

ST
OP

Normally Open
Momentary Contact
(P ush to Start)

RU
N

START

NO

J9

NC

3.3.2 Automatic Restart 
Automatic restart requires the removal of the Start/Stop Switch. Disconnect the white, black, and   
red wires from Terminals “RUN”, “COM”, and “STOP”. The wires may be taped and left inside
the drive. The switch assembly may be removed if a liquid tight seal is used to cover the hole in   
the front cover. 
Connect the “RUN” and “COM” with the jumper that is provided. Be sure Jumper J9 is set to the   
“NO” position. See Figure 3-5.

Figure 3-5 START/STOP FUNCTION ELIMINATED

CO
M

ST
OP

RU
N

NO

J9

NC

 WARNING! Using a jumper to bypass the START/STOP function will allow the drive and motor to start 
                                    and run when AC supply power is applied, when power is restored after a momentary 
                                    power loss, or after a fault is reset. The user must ensure that automatic start up of the 
                                    drive equipment will not cause injury to operating personnel or damage to the driven 
                                    equipment. The user is responsible for providing suitable audible or visual alarms or 
                                    other devices to indicate that the drive may start at any moment. Failure to observe this 
                                    warning could result in severe bodily injury or loss of life.

3.3.3 Analog Input
Voltage Following Connection – An isolated 0 – 5 Volt DC analog signal input can control motor   
speed.  The drive output will linearly follow the analog signal input. 
Connect the signal input positive lead (+) to Terminal “P2” and the negative lead (-) to Terminal   
“P1”, see Figure 3-6. 
With external circuitry, a 0 – 10 Volt DC analog signal can also be used.  
If a non-isolated signal is used, install the ID5SI-2 Signal Isolator. 
The ID5SI-2 accepts voltage (±25 Volts DC) or current (4 – 20mA DC) signal inputs. 
(Ref. MN781-S1)

Figure 3-6 Voltage Following Connections (Isolated)

0– 5
VDC

P2P3 P1

V
-

+
0– 10
VDC

P2P3 P1

10k
10k

-

+
V

Note: For voltage following operation, the Minimum Speed Trimpot (MIN) must be set fully counterclockwise.
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3.3.4 Remote Main Speed Potentiometer Connection 
A Main Speed Potentiometer is mounted on the front cover. To operate the drive from a remote   
potentiometer (5 kohm), remove the white, orange, and violet potentiometer leads from   
Terminals “P1”, “P2”, and “P3”. The wires may be taped and left inside the drive. The    
potentiometer assembly may be removed if a watertight seal is used to cover the hole in the front 
cover. Connect the Main Speed Potentiometer to Terminals “P1” (low side), “P2” (wiper), and “P3” 
(high side). See Figure 3-7. 

Figure 3-7 Remote Main Speed Potentiometer

Main Speed
Potentiometer

Orange (Wiper)
Violet (High)

White (Low)

3P 2P 1P

Note: It is recommended to use an isolated speed pot with a plastic shaft, Baldor BC148, replacement 
          potentiometer kit, or install the ID5S1-2 Signal Isolator option board.

3.3.5 Enable Circuit Connection

 WARNING: Do not use START/STOP, or ENABLE functions as a safety disconnect. Only use an AC Line 
                                    disconnect for that purpose.

The drive can also be started and stopped with an Enable circuit (close to run, open to stop), see   
Figure 3-8.
The Enable function is established by connecting a switch or contact in series with the orange   
Main Speed Potentiometer lead which connects to Terminal “P2”. 
When the Enable Switch is closed, the motor will accelerate to the Main Speed Potentiometer   
setting. When the Enable Switch is opened, the motor will decelerate to stop. 

Figure 3-8 Enable Circuit

Main Speed
Potentiometer

Enable Switch or Relay

Orange (Wiper)
Violet (High)

White (Low) (Close to Run)

3P 2P 1P
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3.3.6 Run/Fault Relay Connection 
The Run/Fault Relay Output Contacts are located at TB2 and can be used to turn on or off   
equipment or to signal a warning if the drive is put into the Stop Mode or a fault has 

       occurred. See Figure 3-9.
The Run/Fault Relay Contact status for various drive operating conditions is shown in Table 3-3.

Figure 3-9 Run/Fault Relay Output Contacts Connection

Output Contacts
Run/Fault Relay

Normally Closed

Relay Common

Normally Open

NC
NO

TB
2

CO
M

Table 3-3  Drive Operating Condition And Run/Fault Relay Contact Status

Drive
Operating
Condition

Description

Run Relay Operation
(Jumper J8 Installed in “R” Position)  

(Factory Setting)

Fault Relay Operation
(Jumper J8 Installed in “F” Position)

Normally
Open Contact

Normally
Closed Contact 

Normally
Open Contact

Normally
Closed Contact 

Power Off Main Power 
Disconnected Open Closed Open Closed

Run Mode* Normal Drive 
Operation Closed Open Closed Open

Stop Mode* Selected by 
Operator Open Closed Closed Open

Fault** Drive Tripped Open Closed Open Closed

         *Run Mode or Stop Mode is selected using the Start/Stop Switch. 
         **Overload, I2t, Short Circuit, Undervoltage, Overvoltage.
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3.3.7 ON/OFF AC Line Switch 
The drive is supplied with a prewired On/Off AC Line Switch to turn the drive On/Off. See Figure   
3-10. This is not a Power Disconnect Device.

Figure 3-10 Wiring Diagram of Factory Installed AC Line Switch

         Catalog No. ID5601 ON/OFF AC Line Switch Connection                       Catalog No. ID5602 ON/OFF AC Line Switch Connection

Blue White

Line Switch

Blue White

A1L B1L

AC LINE1L 2L

A2L B2L

PC Board

Blue

Blue

L2

White

White

AC LINE

L1A

L1B

L2B

L2A

Line Switch

PC Board

Catalog Nos. ID5203, ID5403, ID5405 ON/OFF AC Line Switch Connection

AC LINE
L2L1

L1A

L3

L3AL2A

L3BL2BL1B

Line Switch PC Board

White

White

White

Blue

Blue

Blue
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Chapter 4
Start-Up and Adjustment

4.1 JUMPER SETTINGS

4.1.1 Line Input Voltage Selection (J1)
(CATALOG NOS. ID5601, ID5602) – Jumper J1 is factory installed on Terminal “230V” for 208/230 
Volt AC line input. For 115 Volt AC line input, the jumper must be removed and installed on   
Terminal “115V”. See Figure 3-1.

4.1.2 Motor Horsepower Selection (J2)
See paragraph 3.2 Motor Connection and Table 3-2 for Jumper J2 Position Selection.

4.1.3 Automatic Ride-Through or Manual Restart Selection (J3) 
Jumper J3 is factory set to the “A” position for  Automatic Ride-Through. If the power is   
interrupted for up to 2 seconds, the drive will shut down and then  “ride-through” and    
automatically return to the set frequency. If Jumper J3 is set to the “M” position, the    
drive will have to be manually restarted for a momentary power loss using the Start/Stop Switch.   
See Figure 4-1.

Figure 4-1 Automatic Ride-Through or Manual Restart Selection (J3)

Automatic Ride-Through
(Factory Setting)

(J3 Installed in “A”Position)
Manual Restart

(J3 Installed in“M” Position)

A

J3

M

A

J3

M

  WARNING! The user must ensure that automatic start up of the driven equipment will not cause 
                                     injury to operating personnel or damage to the driven equipment. The user is responsible 
                                     for providing suitable audible or visual alarms or other devices to indicate that the drive 
                                     may start at any moment. Failure to observe this warning could result in severe bodily 
                                     injury or loss of life.

4.1.4 Setting The Drive For Two Times The Rated Motor RPM (J4)
The drive can also be used to operate the motor up to two times the rated RPM. However,   
constant horsepower will result when operating the drive in the “2X” mode above the motor rated 
frequency. See Figure 4-3. 
For 120 Hz output with 60 Hz motor, set Jumper J4 to the “2X” position and be sure Jumper J5 is 
set to the “60Hz” position. 
For 100 Hz output with 50 Hz motor, set Jumper J4 to the “2X” position and set Jumper J5 to the 
“50Hz” position. 

Figure 4-2 Two Times Motor Rated RPM

120 Hz Output with 60 Hz Motor
(J4 Installed in “2X” Position)

(J5 Installed in“60Hz” Position)

100 Hz Output with 50 Hz Motor
(J4 Installed in “2X” Position)
(J5 Installed in “50Hz” Position)

2X

J4

1X

50
Hz

J5

60
Hz

2X

J4

1X

50
Hz

J5

60
Hz
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Figure 4-3 Available Torque Vs. Output Frequency

50/60

OutputFrequency (Hz)

0
2 0

%
To

rq
ue

50

100/120

100

4.1.5 Setting The Drive For 60 Hz or 50 Hz Motor Operation (J5)
The drive is factory set to operate 60 Hz motors. Jumper J5 is factory set to the “60Hz” position.   
For 50 Hz motors, set Jumper J5 to the “50Hz” position. See Figure 4-2.

Figure 4-4 60 or 50 Hz Selection

60 Hz Motor Operation
(Factory Setting)

(J4 Installed in “1X” Position)
(J5 Installed in“60Hz” Position)

50 Hz Motor Operation
(J4 Installed in “1X” Position)
(J5 Installed in“50Hz” Position)

2X

J4

1X

50
Hz

J5

60
Hz

2X

J4

1X

50
Hz

J5

60
Hz

4.1.6 Boost Mode Selection (J6) 
Jumper J6 is factory set to the “FIX” position for Fixed Boost. For Adjustable Boost using the    

       BOOST Trimpot, set Jumper J6 to the “ADJ” position. See Figure 4-5. Also see Section 4.3.8 for    
the BOOST Trimpot range.

Figure 4-5 Boost Mode Selection

Fixed Boost
(Factory Setting)

(J6 Installed in “FIX” Position)
Adjustable Boost

(J6 Installed in “ADJ” Position)

AD
JJ6

FIX

AD
JJ6

FIX
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4.1.7 Braking Mode Selection (J7) 
Jumper J7 is factory set to the “RG” position for Regenerative Braking when the Start/Stop Switch 
is set to the “STOP” position. For DC Injection Braking, set Jumper J7 to the “INJ” position. See

       Figure 4-6. Also see Section 4.3.5. When the Injection Brake Mode is selected, the DECEL 
       Trimpot is used to adjust the brake time and intensity.

Figure 4-6 Braking Mode Selection

Regenerative Braking
(Factory Setting)

(J7 Installed in“RG” Position)
DC Injection Braking

(J7 Installed in“INJ” Position)

IN
JJ7

RG

IN
JJ7

RG

4.1.8 Run/Fault Output Relay Operation Selection (J8)
Jumper J8 is factory set to the “R” position for “Run” operation of the Run/Fault Relay. For “Fault” 
operation of the Run/Fault Relay, set Jumper J8 to the “F” position. See Figure 4-7. For status of   
Run/Fault Relay output contacts, see Table 3-3.

Figure 4-7 Output Relay Operation

“Run” Output Relay Operation
(Factory Setting)

(J8 Installed in “R” Position)
“Fault” Output Relay Operation

(J8 Installed in “F” Position)

F

J8

R

F

J8

R

4.1.9 Stop Contact Selection (J9) 
Jumper J9 is factory set to the “NO” position for a normally open stop contact. For remote   
normally closed stop contact, set Jumper J9 to the “NC” position. See Figure 4-8.

Figure 4-8 Stop Contact Selection

Normally Open Stop Contact
(Factory Setting)

(J9 Installed in “NO” Position)
Normally Closed Stop Contact
(J9 Installed in “NC” Position)

NO

J9

NC

NO

J9

NC
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4.1.10 Torque Mode Selection (J10) 
Jumper J10 is factory set to the “CT” position for Constant Torque Mode, which is desirable for   
most machine applications. For Variable Torque Mode, used for HVAC and fan applications, set   
Jumper J10 to the “VT” position. See Figure 4-9.

Figure 4-9 Torque Mode Selection

Constant Torque
(Factory Setting)

(J10 Installed in“CT” Position)
Variable Torque

(J10 Installed in“VT” Position)

VT

J1
0 CT

VT

J1
0 CT

4.1.11 I2t Overload Selection (J11) 
Jumper J11 is factory set to the “1” position for Inverter Duty Motors. 
For Non-Inverter Duty Rated Motors and HVAC applications, set Jumper J11 to the “2” position. 
See Figure 4-10.

Figure 4-10 I2t Selection

Inverter Duty Rated Motor
(Factory Setting)

(J11 Installed in “1” Position)

Non Inverter Duty Rated
Motor Operation

(J11 Installed in “2” Position)

1

J1
1

2

1

J1
1

2

After the control is mounted, all wiring is connected and jumpers are correctly set, the control is ready 
for start-up and adjustment of trimpots to ensure correct performance.

 WARNING! Verify the system is properly grounded before applying power. Do not apply AC power until 
                                    you ensure that all grounding instructions have been followed. Electrical shock can cause 
                                    serious or fatal injury.

 WARNING! Electrical shock can cause serious or fatal injury. Verify there is no voltage phase-to-phase 
                                    or phase-to-neutral at the AC Line Conductors before touching the AC Input wires. Do not 
                                    touch live wires, all power must be disconnected before proceeding.

 WARNING! Electrical shock can cause serious or fatal injury. Verify there is no voltage phase-to-phase 
                                    or phase-to-neutral at the motor leads before connecting motor to this control.  Motor may 
                                    have high voltage present even when disconnected from this control.
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4.2 START-UP PROCEDURE 

WARNING! Using a jumper to bypass the START/STOP function will allow the drive and motor to start and run 
                  when AC supply power is applied, when power is restored after a momentary power loss, or after 
                  a fault is reset. The user must ensure that automatic start up of the driven equipment will not cause 
                  injury to operating personnel or damage to the driven equipment. The user is responsible for  
                  providing suitable audible or visual alarms or other devices to indicate that the drive may start at 
                  any moment. Failure to observe this warning could result in severe bodily injury or loss of life.   

1. Set the On/Off AC Line Switch to the “ON” position. The power (POWER) LED will illuminate green. 
The status (STATUS) LED will indicate drive status.

2. To start the drive, momentarily set the Start/Stop Switch to the “START” position. 
The motor will begin to accelerate to the set speed.

3. Note the direction of motor rotation. If direction is incorrect, disconnect the AC power, and reverse 
any two motor leads (U, V and W), and repeat the start-up procedure.

4. Note the speed of motor rotation and note any noise or vibration.  
5. Note any drive fault conditions indicated on the STATUS LED.
6. Stop the drive, momentarily set the Start/Stop Switch to the “STOP” position. 

The motor will begin to decelerate or coast to zero speed.
7. If operation is smooth and no faults were indicated, continue with Adjustments.
8. If problems were noted, refer to troubleshooting and STATUS LED descriptions. 

4.3 ADJUSTMENTS

WARNING! If possible, do not adjust trimpots with the main power applied. Electrical shock can cause serious 
                  or fatal injury. If adjustments are made with the main power applied, an insulated adjustment tool 
                  must be used to prevent shock hazard and safety glasses must be worn.  

Trimpots are factory set for most applications. Figure 4-1 shows the location of the trimpots and their 
approximate factory calibrated positions. Some applications may require readjustment of the trimpots 
in order to tailor the drive for a specific requirement. 

4.3.1 Minimum Speed (MIN) 
Sets the minimum speed of the motor. The MIN Trimpot is factory set to 0% of frequency setting.   
For a higher minimum speed setting, rotate the MIN Trimpot clockwise. See Figure 4-11.

Figure 4-11 Minimum Speed

(Shown Factory Set to 0% Frequency Setting)
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MIN

40

15 35

30

4.3.2 Maximum Speed (MAX) 
Sets the maximum speed of the motor. The MAX Trimpot is factory set to 100% of frequency   
setting. For a lower maximum speed setting, rotate the MAX Trimpot counterclockwise.   
For a higher maximum speed setting, rotate the MAX Trimpot clockwise. See Figure 4-12.

Figure 4-12 Maximum Speed

(Shown Factory Set to 100% Frequency Setting)
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4.3.3 Acceleration (ACCEL) 
Sets the amount of time for the motor to accelerate from zero speed to full speed. The ACCEL   
Trimpot is factory set to 1.5 seconds. For a longer acceleration time, rotate the ACCEL Trimpot   
clockwise. For more rapid acceleration, rotate the ACCEL Trimpot counterclockwise. See Figure   
4-13.

Figure 4-13 Accel Trimpot

0.3

ACCEL

20

3

1.5

17

10

Note: Rapid acceleration settings may cause the current limit circuit to activate, which will extend the   
          acceleration time.

4.3.4 Deceleration (DECEL) 
Sets the amount of time for the motor to decelerate from full speed to zero speed. The DECEL   
Trimpot is factory set to 1.5 seconds. For longer deceleration time, rotate the DECEL Trimpot   
clockwise. For more rapid deceleration, rotate the DECEL Trimpot counterclockwise. See Figure   
4-14.

Figure 4-14 Decel Trimpot

0.3
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20
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1.5
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Note: On applications with high inertial loads, the deceleration may automatically increase in time. This will   
           slow down the rate of speed of decrease to prevent the bus voltage from rising to the Overvoltage Trip 

                              point. This function is called Regeneration Protection. It is recommended that for very high inertial 
                              loads that both the ACCEL and DECEL Trimpots be set to greater than 10 seconds.

4.3.5 DC Injection Brake (DECEL) 
The drive is factory set for Regenerative Braking (Jumper J7 set to the “RG” position). When the   
drive is set for DC Injection Brake (Jumper J7 set to the “INJ” position), the DECEL trimpot is used 

       to set the DC Injection Brake voltage and time. The DC Injection Brake voltage and time range is 
       10% of full drive output voltage for 3 seconds with the trimpot fully clockwise and 25% of full 
       drive output voltage for 1 second with the trimpot fully counterclockwise. Catalog Nos. ID5601, 
       ID5602, ID5203 are factory set for 49 Volts for 1.2 seconds and Catalog Nos. ID5403, ID5405 are 
       factory set for 98 Volts for 1.2 seconds. Adjust the trimpot so that the load stops within the 
       required time. See Figure 4-15.

Figure 4-15 DC Injection Brake

Catalog Nos. ID5601, ID5602, ID5203 Catalog Nos. ID5403, ID5405

(Shown Factory Set to 49 Volts for 1.2 Seconds)

57, 1.0

DECEL

23, 3.0

43, 1.5

49, 1.2

31, 2.5

40, 2.0

114, 1.0

DECEL

46, 3.0

86, 1.5

98, 1.2

62, 2.5

80, 2.0

(Shown Factory Set to 98 Volts for 1.2 Seconds)
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4.3.6 Slip Compensation (COMP) 
Sets the amount of Volts/Hz to maintain set motor speed under varying loads. The COMP Trimpot   
is factory set to 1.5 Volts/Hz, which provides excellent speed regulation for most motors. To   
increase the slip compensation, rotate the COMP Trimpot clockwise. To decrease the slip 
compensation, rotate the COMP Trimpot counterclockwise. See Figure 4-16.

The slip compensation may be adjusted as follows:
1. Connect an AC RMS ammeter in series with one motor phase.
2. Run the motor and set the unloaded speed to approximately 50% (900 RPM on 4-pole 1500/1725 

RPM motors).
3. Using a tachometer, record the unloaded speed.
4. Load the motor to the nameplate rated current (AC Amps).
5. Adjust the COMP Trimpot until the loaded RPM is equal to the unloaded RPM.
6. The motor is now compensated to provide constant speed under varying loads. 

Figure 4-16 Slip Compensation
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4.3.7 Motor Overload (I2t) with RMS Current Limit (CL)* 
Sets the current limit (overload), which limits the maximum motor current to prevent motor   
burnout and nuisance trips. The CL Trimpot is factory set to 160% of the drive rated current. 
To increase  the current limit, rotate the CL Trimpot clockwise. 
To decrease the current limit, rotate the CL Trimpot counterclockwise. See Figure 4-17.
*UL approved as an electronic overload protector for motors.

Figure 4-17 Current Limit
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 CAUTION! Adjusting the current limit above 160% of the motor nameplate  rating can cause overheating 
                             of the motor. Do not leave the motor in a locked rotor condition for more than a few seconds 
                             since motor damage may occur.

To ensure the motor is properly protected, the CL Trimpot must be set for 160% of the motor   
nameplate rated current, as described below.
Note: This adjustment must be made within 6 seconds or the I2t Trip will occur.

The current limit may be adjusted as follows:
1. Connect an AC RMS ammeter in series with one motor phase.
2. Set the CL Trimpot fully counterclockwise.
3. Adjust the speed setting to 30%.
4. Lock the motor shaft and start the motor. Adjust the CL Trimpot to 160% of the motor nameplate 

rated current. Stop the motor.
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Figure 4-18 I2t Trip Time vs. Motor Current
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4.3.8 Boost (BOOST) 
The drive is factory set for Fixed Boost (Jumper J6 set to the “FIX” position). When the drive is set 
for Adjustable Boost (Jumper J6 set to the “ADJ” position), the BOOST Trimpot can be used to   
adjust the amount of boost voltage to the motor. See Figure 4-19.

Figure 4-19 Boost
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Note: The Boost function operates over a frequency range of 0 – 15 Hz. If the frequency range required is   
          above 15 Hz, Boost adjustment is not necessary.

 WARNING! To avoid motor winding overheating and failure, do not over boost the motor.
Note: An unloaded motor with excessive boost will draw more current than a partially loaded motor.

The boost voltage may be adjusted as follows:
1. Connect an AC RMS ammeter in series with one motor phase.
2. Run the motor unloaded at approximately 4 Hz (or 120 RPM).
3. Increase the boost until the ammeter reading reaches the motor nameplate rated current (Amps 

AC).
4. Using the Main Speed Potentiometer, slowly adjust the motor speed over a 1 – 15 Hz 

(0 – 450 RPM) range. If the motor current exceeds the nameplate rating, decrease the boost 
setting.
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4.3.9 Jog (JOG) 
The Jog feature requires the installation of a Run-Stop-Jog Switch. The switch must be connected 
as shown in Figure 4-21. 
The orange Main Speed Potentiometer wire (wiper) which connects to Terminal “P2” on the   
drive must be removed and installed on Terminal “RUN” on the switch. The “JOG” Terminal on the 
drive connects to “JOG” on the switch. Terminal “P2” on the drive  connects to the center 
(common) terminal on the switch.
When the switch is in the “JOG” position, the JOG Trimpot is used to set the “jog” speed. See   
Figure 4-20. When the switch is in the “RUN” position, the Main Speed Potentiometer is used for   
speed setting. 

Figure 4-20 Jog
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Figure 4-21 Run-Stop-Jog Switch Connection (SPDT – CENTER OFF)
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4.4 DIAGNOSTIC LEDS
Two diagnostic LEDs display the drive’s operational status.  

4.4.1 POWER ON LED (POWER) 
The “POWER” LED will illuminate green when the AC line is applied to the drive.

 WARNING! Do not depend on the POWER LED as a guaranteed power off condition. Be sure the main 
                                    power switch or circuit breaker is in the “OFF” position before servicing this drive.  

4.4.2 STATUS LED (STATUS) 
The “STATUS” LED is a tricolor LED which provides indication of a fault or abnormal condition. The  
information provided can be used to diagnose an installation problem such as incorrect input

      voltage, overload condition, and drive output miswiring. It also provides a signal which informs 
      the user that all drive and microcontroller operating parameters are normal. Table 4-1 summarizes 
      the “STATUS” LED functions.
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Table 4-1  Drive Operating Condition And Status LED Indicator

Drive Operating Condition Flash Rate1 and LED Color 

Normal Operation Slow Flash Green 

Overload (120% – 160% Full Load) Steady Red2

I2t (Drive Timed Out) Quick Flash Red2

Short Circuit Slow Flash Red 

Undervoltage Quick Flash Red / Yellow3

Overvoltage Slow Flash Red / Yellow3

Stop Steady Yellow 

Stand-By4 Slow Flash Yellow 

Notes: 1. Slow Flash = 1 second on and 1 second off. 
   Quick Flash = 0.25 second on and 0.25 second off. 

2. When the Overload is removed, before the I2t times out and trips the drive, the “STATUS” LED will flash green. 
3. When the Undervoltage or Overvoltage condition is corrected, the “STATUS” LED will flash Red / Yellow / Green. 
4. Only if the Forward-Stop-Reverse Switch is installed.

4.5 FAULT RECOVERY
The drive monitors four faults (Undervoltage, Overvoltage, Short Circuit at the motor (phase-to-phase), 
and I2t. Table 4-2 describes how the drive will automatically start (factory setting) after the fault has 
cleared. 
Note: In Manual Start Mode, the drive must be manually reset for any fault. Use the Manual Start Switch as 

                     described in Section 4.1.3.

Table 4-2  Fault Recovery & Resetting The Drive*

Fault Automatic Start Mode (Factory Setting) 

Undervoltage Drive will automatically start after the bus voltage returns to the 
operational level or when the drive is first turned on (power up). 

Overvoltage Drive will automatically start after the bus voltage returns to the 
operational level. 

Short Circuit Drive will automatically start after the short circuit is removed. 

I2 t Drive must be manually restarted. 

4.6 RESTARTING THE DRIVE AFTER AN I2t FAULT HAS CLEARED 
The drive can be restarted after an I2t Fault has cleared by any of the following methods.
Note: If an I2t Fault occurs, the motor may be overloaded. Check the motor current with an AC RMS ammeter. Also, 
          the CL setting may be set too low. 
1. Disconnect and reconnect the AC power (approximately 15 seconds). The “ST” LED must change 

from quick flashing red to flashing red/yellow.
2. Set the Main Speed Potentiometer to zero (fully counterclockwise).

 Note: To reset the drive by setting the Main Speed Potentiometer to zero, it is necessary to have the MIN Trimpot 
                    set to zero (fully counterclockwise).

3. Open and close the Enable switch or contact. 
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4.7 PERFORMANCE SPECIFICATIONS

Description Specification
Factory 
Setting

115 Volt AC Line Input Voltage Operating Range 115VAC (±15%) —

208/230 Volt AC Line Input Voltage Operating Range 208VAC (-15%) / 230VAC (+15%) —

400/460 Volt AC Line Input Voltage Operating Range 380VAC (-15%) – 460 VAC (+15%) —

Maximum Load (% Current Overload for 2 Minutes) 150 —

Carrier, Switching Frequency 16kHz, 8kHz —

Signal Following Input Voltage Range 0 – 5 VDC 1 —

Output Frequency Resolution (Bits, Hz) 10, .06 —

Minimum Speed Trimpot (MIN) Range (% Frequency Setting) 0 – 40% 0

Maximum Speed Trimpot (MAX) Range (% Frequency Setting) 70 – 110% 100

Acceleration Trimpot (ACCEL) and 
Deceleration Trimpot (DECEL) Range

0.3 – 20 seconds 1.5

Boost Trimpot (BOOST) Range 0 – 30Volts/Hz 5

Slip Compensation Trimpot (COMP) Range at Drive Rating 0 – 3 Volts/Hz 1.5

Current Limit Trimpot (CL) Range (% Full Load) 40 – 200 % 160

Jog Trimpot (JOG) Range (% Frequency Setting) 0 – 100% 35

Motor Frequency Setting 50Hz, 60Hz 60

Output Frequency Multiplier 1X, 2X 2 1

Minimum Operating Frequency at Motor 1Hz —

Speed Range (Ratio) 60:1 —

Speed Regulation (30:1 Speed Range, 0 – Full Load) 
(% Base Speed) 

2.5% 3 —

Overload Protector Trip Time for Stalled Motor 6 seconds —

Undervoltage/Overvoltage Trip Points for 
115 Volt AC Line Input (± 5%)  

76 – 141VAC 4 —

Undervoltage/Overvoltage Trip Points for 
208/230 Volt AC Line Input (± 5%)  

151 – 282VAC 4 —

Undervoltage/Overvoltage Trip Points for 
400/460 Volt AC Line Input (± 5%) 

302 – 567VAC 4 —

Run/Fault Relay Output Contact Rating 1A@30VDC, 0.5A@125VAC, 
0.25A@250VAC 

—

Operating Temperature Range 0 – 40°C  (32 – 104°F) —

Operating Humidity Range
(% Relative, Non-Condensing) 0-95 —

Storage Temperature (°C/°F) -25 to +85 / -13 to +185 —

Notes: 1. Requires an isolated signal. If a non-isolated signal is used, or if using ±25 Volts DC, or 4 – 20mA DC 
  signal input, install the ID5SI-2 Signal Isolator. 
2. Allows the motor to operate up to two times the rated RPM. Constant horsepower will result when 
  operating the drive in the “X2” mode above the motor rated frequency. 
3. Dependent on motor performance. 
4. Do not operate the drive outside the specified AC line input voltage operating range.
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Figure 4-22 Adjustment Location1
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